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<^S (57) Abstract: The invention relates to a continuous, circulating switch mechanism gearing (satellite gearing) provided with inte- 
J*j grated freewheels, whereby the satellites (13) are guided on radial segments (15) in two sections and are maintained counter to the 

centrifugal force. Pins (18) of a rotor (17) transmitting the torque are guided through slits in the radial segments. In a preferred 
0 vanant, each gear step is divided into two axially offset halves wherein the toothing (1 1 ) is connected to the annular disk (10) in a 

torsionally clastic manner (12). 

O (57) Zusammcnfassung: Die Erfindung betriffi ein stufenloses, umlaufendes Schaltwerksgetriebe (Satellitcngeiriebe) mit integrier- 
^ ten Freilaufcn, bei dem die Salelliten (13) auf Radialscgmente (15) zwcischnittig gefuhrt und gegen Fliehkrafte gehalten werden. 
O DurCh Sch,ilze in den Radialscgmcnten sind Stifle (18) eincs Rotors (17) gefuhrt, der das Drehmoment weiterleitet. In einer bevor- 
^ zugtcn Variante ist jedc Gctriebestufe in zwei axial vcrsctzte Ha If ten getcilt, in denen die Verzahnung (11) drchclastisch (P) mit der 
^ Ringschcibc (10) verbunden ist. 
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